
Model Information

Feature Information

Product name WINIX Compact 4-stage WINIX ZERO 4-stage WINIX ZERO+ PRO 5-stage

Model Number AUS-0850AAPU AUS-1050AZBU AUS-1250AZPU

Optimum room size  29.5 m² 38.2m2 49.5m2

Replacement Filters GQ (360° All-In-One Pre-Filter, HEPA  
& Deodorization Activated Carbon Filter Pack)

GI (HEPA & Deodorization Activated Carbon  
Filter Pack)

GJ (HEPA & Deodorization Activated Carbon 
Corrugate Filter Pack)  

GU (Pet filter Only)

Stages of Air Cleaning 1. Fine Mesh Pre Filter

2. Hospital-grade True HEPA filter  
(99.97% @ 0.3 microns) 

3. Activated Carbon Filter

4. PlasmaWave® Technology

(360°  All-In-One Filter Design)

1. Washable Pre Filter

2. Deodorization Activated  
Carbon Filter

3. Hospital-grade True HEPA filter  
(99.97% @ 0.3 microns)

4. PlasmaWave® Technology

1. Pet Filter

2. Washable Pre Filter

3. Deodorization Activated Carbon  
Corrugate Filter

4. Hospital-grade True HEPA filter  
(99.97% @ 0.3 microns)

5. PlasmaWave® Technology 2.0

PlasmaWave® Technology  
 (2.0) enhanced bacteria and virus  

neuturalization for both humans and pets

Australian Hospital Grade  
True HEPA Filter   

Activated Carbon Filter  
(advanced odour & chemical control)  (deodorization activated carbon)  (deodorization activated carbon filter)  (deodorization activated carbon  

corrugate filter)

Fine Mesh Pre-filter   (washable)  (washable)

Dedicated Pet filter   

Smart Air Quality Sensor   (auto dust sensor)  (dual smart sensor: auto dust & light sensor)   (triple smart sensor: auto dust, light  
& odour sensor)

Smart Air Quality Display 
(smart particle sensor display)  (blue/amber/red)  (blue/amber/red)  (blue/green/amber/red)

Sleep Mode  
(dims lights & whisper quiet operation)  (whisper quiet at just 24.8 dBA)   (whisper quiet at just 27 dBA)   (whisper quiet at just 27 dBA)

Auto Mode   

Timer    (1, 4, 8 hr)   (1, 4, 8 hr)

Replace FIlter Indicator   

Number of Fan Speeds 3 (Low-Mid-High) 4 (Low-Mid-High-Turbo) 4 (Low-Mid-High-Turbo)

Child Lock   

Control Type electronic / LED touch button control electronic / soft push button control electronic / soft push button control
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Any questions? Still not sure? Then talk to an Ausclimate expert today,  
we can help to find the right solution for you.

contact us:
1800 122 100 (free call) | info@ausclimate.com.au

Specifications and designs are subject to change without notice for further improvements
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national asthma council  
sensitive choice approved

Technical Specifications

Warranty Information

Certifications & Awards

Product name WINIX Compact 4-stage WINIX ZERO 4-stage WINIX ZERO+ PRO 5-Stage

Unit Dimensions (mm) 241 (w) x 241 (d) x 371 (h) 380 (w) x 208 (d) x 600 (h) 415 (w) x 245 (d) x 600 (h)

Unit Weight  3.1 kg 7.5 kg 8.5 kg

Power Consumption (Min.-Max.) 10.1w - 55w 4w - 35w 5w - 50w

Noise Level (Min.-Max.) 24.8 dBA - 51.5 dBA 27 dBA - 46 dBA 27 dBA - 48.6 dBA

Air Flow Rate (Min.-Max.) 36 m3/hr - 204 m3/hr 102 m3/hr - 336 m3/hr 120 m3/hr - 402 m3/hr

Country of Origin South Korea South Korea South Korea

Warranty Period 2 years 2 years 2 years

CHOICE Recommendation  (new release product)  (Top 3 in 2020 CHOICE test)  (Overall Best Performer 2020)

National Asthma Council Australia 
Sensitive Choice Approval   

Hospital Grade True HEPA Filter  
(Australian Standards AS4260-1997)

 (removes 99.97% of airborne pollutants  
@ 0.3 microns)

 (removes 99.97% of airborne pollutants  
@ 0.3 microns)

 (removes 99.97% of airborne pollutants  
@ 0.3 microns)

Activated Carbon Filter 
VOC Air Quality Testing

  (Captures up to 99.9% of airborne  
VOCs within 2 hours)

  (Captures up to 99.9% of airborne  
VOCs within 2 hours)

    (Captures up to 99% of airborne  
VOCs within 30 minutes)

PlasmaWave® Technology  
Testing Certification

 (Neutralizes up to 99.9% of a variety of  
viruses & bacteria within 1 hour)

    (Neutralizes 99.6% of the influenza virus  
within 1 hour)

 (2.0 - Neutralizes up to 100% of VOCs,  
Bacteria & Human/Pet viruses)

ERAC (Australian Electrical  
Safety Standards)   

QEC Global (Australian Electrical  
Safety Compliance)   

Awards  (new release product) International Red Dot design award
ProductReview.com.au 2019/2020 Air Purifier 

award winner, International Good Design award  
& Pin Up Design award
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